All Innovative Concrete Technology Corp. products are manufactured with the finest raw materials. Shelf life is 1 year from the date of manufacturing when maintained in protected storage of 50°F to 90°F. It is the applicator’s responsibility to determine the appropriate use of the product. All recommendations and suggestions are made without warranty, express or implied, since conditions of use are beyond ICT’s control. ICT Corp. disclaims any liability incurred in connection with the use of these data or suggestions.

ICT Corporation
2410 McJunkin Road • Lakeland, FL 33803
(Nationwide): 888-296-5236 • (Local): 863-665-8787 • (Fax): 863-666-2768
(Email): info@innovativeconcrete.com
www.innovativeconcrete.com

Revision 2/13/19
APPLICATION:
To apply Water Shield H2O (161), use a low pressure/airless sprayer or a roller. When applied with a brush, repeated applications should be made until the surface remains moist for 30-60 seconds depending on the porosity of the substrate. When applying with an airless or low pressure sprayer, application should continue until the substrate is thoroughly saturated. Vertical surfaces should be treated from the bottom up. Proper quantities are being applied when the excess solution runs six to eight inches below the spray pattern before penetrating the surface that has just been sprayed. For dense surfaces, use just enough to wet the surface without creating drips, puddles, or rundown. Wipe off excess material.

LIMITATIONS:
Do not proceed with an application of water repellent when rain and or temperatures below 40°F are predicted within 4 hours after application, when substrate is frozen, or when surface temperature is less than 40°F or higher than 100°F. Do not proceed with application unless surface is thoroughly dry. Not intended for below-grade waterproofing. Residue will remain on non-porous surfaces such as metal, glass, and painted surfaces.

COVERAGE:
Coverage will vary with absorbency of surface textures. 75—300 sq. ft. per gallon

CLEAN UP:
Soap and warm water.

STORAGE:
Store in cool dry place. Keep tightly sealed when not dispensing. Published shelf life assumes air tight storage of factory sealed containers in dry place.

PRECAUTIONS:
Keep out of reach of children. Do not allow product to freeze. This product may contain a chemical known to the state of California to cause cancer, birth defects, or other reproductive harm.

PACKAGING:
1 and 5 gallon containers.